ASSEMBLY INSTRUCTIONS FOR #740A-5 & #740A-10
5 AND 10-HEAD SHOW RAILS

TOP RAIL
| SIGN DISPLAY STEPS |
STEP #1
SLIDE VERTICAL ARMS INTO
18" SLEEVES
VERTICAL ARM
#742 (5-10 o —
SIENDIsShLAY STEP #2
INSERT TOP RAIL INTO SLEEVES
OPTIONAL AND SECURE SET BOLTS STEP #1
ATTACH ONE 18" SLEEVE TO HORIZONTAL RAIL
NOTE: SET FLUSH TO RAIL AND TIGHTEN SET BOLT
H %—H EADPIECE |
) STEP #2
i1 i T SLIDE (5) 12" SLEEVES ON HORIZONTAL RAIL
HORIZONTAL RAIL NOTE: ARRANGE EVENLY AND SECURE SET BOLTS
M.18" SLEEVE ﬁf : STEP #3
12" SLEEVE % ATTACH OTHER 18" SLEEVE TO HORIZONTAL RAIL
NOTE: SET FLUSH TO RAIL AND TIGHTEN SET BOLT
STEP #4
-, SLEEVE SLIDE 18" SLEEVES INTO SIDE SUPPORTS
STEP #5
ADJUST HEIGHT AND TIGHTEN L-BOLTS
SIDE RAIL STEP #6
TABS ASSEMBLY CHAINS TO HEAD PIECES USING
INSTRUCTIONS FOUND IN CHAIN KIT
STEP #7

INSERT HEAD PIECES INTO 12" SLEEVES
ADJUST FOR HEIGHT AND TIGHTEN L-BOLT
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